Guide for Structural Lightweight-Aggregate Concrete

Reported by ACI Committee 213
Guide for Structural Lightweight-Aggregate Concrete

Reported by ACI Committee 213

John P. Ries
Chair

G. Michael Robinson
Secretary

David J. Akers
Michael J. Boyle
Theodore W. Bremner
Ronald G. Burg
David A. Crocker
Calvin L. Dodi
Per Fidjestol
Dean M. Gilden

Ralph D. Gruber
Jiri G. Grygar
Edward S. Kluckowski
Mervyn J. Kowalsky
Michael L. Lening
W. Calvin McCall
Avi A. Mor
Dipak T. Parekh

Bruce W. Ramme
Steven K. Rowe
Shelley R. Sheetz
Peter G. Snow
Jeffrey F. Speck
William X. Syphre
Alexander M. Vaysbaid
Ming-Hong Zhang

Special thanks go to the following associate members for their contribution to the revision of this document: Kevin Cavanaugh, Shawn P. Gross, Thomas A. Holm, Henry J. Kolbeck, David A. Marshall, Hesham Marzouk, Karl F. Meyer, Jessica S. Moore, Tarun R. Naik, Robert D. Thomas, Victor H. Villareal, Jody R. Wall, and Dean J. White, II.

The guide summarizes the present state of technology. It presents and interprets the data on lightweight-aggregate concrete from many laboratory studies, accumulated experience resulting from successful use, and the performance of structural lightweight-aggregate concrete in service.

This guide includes a definition of lightweight-aggregate concrete for structural purposes, and discusses, in condensed fashion, the production methods for and inherent properties of structural lightweight aggregates. Other chapters follow on current practices for proportioning, mixing, transporting, and placing; properties of hardened concrete; and the design of structural concrete with reference to ACI 318.

Keywords: abrasion resistance; aggregate; bond; contact zone; durability; fire resistance; internal curing; lightweight aggregate; lightweight concrete; mixture proportion; shear; shrinkage; specified density concrete; strength; thermal conductivity.

FOREWORD

This guide covers the unique characteristics and performance of structural lightweight-aggregate concrete. General historical information is provided along with detailed information on lightweight aggregates and proportioning, mixing, and placing of concrete containing these aggregates. The physical properties of the structural lightweight aggregate along with design information and applications are also included.

Structural lightweight concrete has many and varied applications, including multistory building frames and floors, curtain walls, shell roofs, folded plates, bridges, prestressed or precast elements of all types, marine structures, and others. In many cases, the architectural expression of form combined with functional design can be achieved more readily with structural lightweight concrete than with any other medium. Many architects, engineers, and contractors recognize the inherent economies and advantages offered by this material, as evidenced by the many impressive lightweight concrete structures found today throughout the world.

CONTENTS

Chapter 1—Introduction, p. 213R-2
1.1—Objectives

ACI 213R-03 supersedes ACI 213R-87 (Reapproved 1999) and became effective September 26, 2003.

Copyright © 2003, American Concrete Institute.

All rights reserved including rights of reproduction and use in any form or by any means, including the making of copies by any photo process, or by electronic or mechanical device, printed, written, or oral, or recording for sound or visual reproduction or for use in any knowledge or retrieval system or device, unless permission in writing is obtained from the copyright proprietors.
1.2—Historical background
1.3—Terminology
1.4—Economy of lightweight concrete

Chapter 2—Structural lightweight aggregates, p. 213R-5
2.1—Internal structure of lightweight aggregates
2.2—Production of lightweight aggregates
2.3—Aggregate properties

Chapter 3—Proportioning, mixing, and handling, p. 213R-8
3.1—Scope
3.2—Mixture proportioning criteria
3.3—Materials
3.4—Proportioning and adjusting mixtures
3.5—Mixing and delivery
3.6—Placing
3.7—Pumping lightweight concrete
3.8—Laboratory and field control

Chapter 4—Physical and mechanical properties of structural lightweight-aggregate concrete, p. 213R-12
4.1—Scope
4.2—Method of presenting data
4.3—Compressive strength
4.4—Density of lightweight concrete
4.5—Specified-density concrete
4.6—Modulus of elasticity
4.7—Poisson’s ratio
4.8—Creep
4.9—Drying shrinkage
4.10—Splitting tensile strength
4.11—Modulus of rupture
4.12—Bond strength
4.13—Ultimate strength factors
4.14—Durability
4.15—Absorption
4.16—Alkali-aggregate reaction
4.17—Thermal expansion
4.18—Heat flow properties
4.19—Fire endurance
4.20—Abrasion resistance

Chapter 5—Design of structural lightweight-aggregate concrete, p. 213R-24
5.1—Scope
5.2—General considerations
5.3—Modulus of elasticity
5.4—Tensile strength
5.5—Shear and diagonal tension
5.6—Development length
5.7—Deflection
5.8—Columns
5.9—Prestressed lightweight concrete
5.10—Thermal design considerations
5.11—Seismic design
5.12—Fatigue

5.13—Specifications

Chapter 6—High-performance lightweight concrete, p. 213R-30
6.1—Scope and historical developments
6.2—Structural efficiency of lightweight concrete
6.3—Applications of high-performance lightweight concrete
6.4—Reduced transportation cost
6.5—Enhanced hydration due to internal curing

Chapter 7—References, p. 213R-35
7.1—Referenced standards and reports
7.2—Cited references
7.3—Other references

CHAPTER 1—INTRODUCTION

1.1—Objectives
The objectives of this guide are to provide information and guidelines for designing and using lightweight concrete. By using such guidelines and construction practices, the structures can be designed and performance predicted with the same confidence and reliability as normal weight concrete and other building materials.

1.2—Historical background
The first known use of lightweight concrete dates back over 2000 years. There are several lightweight concrete structures in the Mediterranean region, but the three most notable structures were built during the early Roman Empire and include the Port of Cosa, the Pantheon Dome, and the Coliseum.

The Port of Cosa, built in about 273 B.C., used lightweight concrete made from natural volcanic materials. These early builders learned that expanded aggregates were better suited for marine facilities than the locally available beach sand and gravel. They went 25 mi. (40 km) to the northeast to quarry volcanic aggregates at the Volcine complex for use in the harbor at Cosa (Bremner, Holm, and Stepanova 1994). This harbor is on the west coast of Italy and consists of a series of four piers (~ 13 ft [4 m] cubes) extending out into the sea. For two millennia they have withstood the forces of nature with only surface abrasion. They became obsolete only because of siltation of the harbor.

The Pantheon, finished in 27 B.C., incorporates concrete varying in density from the bottom to the top of the dome. Roman engineers had sufficient confidence in lightweight concrete to build a dome whose diameter of 142 ft (43.3 m) was not exceeded for almost two millennia. The structure is in excellent condition and is still being used to this day for spiritual purposes (Bremner, Holm, and Stepanova 1994).

The dome contains intricate recesses formed with wooden formwork to reduce the dead load, and the imprint of the grain of the wood can still be seen. The excellent cast surfaces that are visible to the observer show clearly that these early builders had successfully mastered the art of casting concrete made with lightweight aggregates. Vitruvius took special interest in building construction and commented on what was unusual. The fact that he did not single out lightweight concrete for comment might simply imply that these early builders were fully familiar with this material (Morgan 1960).
THIS DOCUMENT IS PROTECTED BY THE LAWS OF COPYRIGHT

If additional copies are needed, in whole or in part, contact the Member Services Department of the American Concrete Institute:

P.O. Box 9094
Farmington Hills, Michigan
48333-9094
TEL: 248-848-3800
FAX: 248-848-3801

aci
international®